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Our aim is to provide customers with timely and comprehensive service. For any assistance, 

please contact our company headquarters: 

 

Quectel Wireless Solutions Co., Ltd.  

Building 5, Shanghai Business Park Phase III (Area B), No.1016 Tianlin Road, Minhang District, Shanghai 

200233, China  

Tel: +86 21 5108 6236      

Email: info@quectel.com 

 

Or our local office. For more information, please visit:  

http://www.quectel.com/support/sales.htm. 

 

For technical support, or to report documentation errors, please visit:  

http://www.quectel.com/support/technical.htm  

Or email to support@quectel.com.  

 

Disclaimer 

While Quectel has made efforts to assure the accuracy of this document, unless otherwise provided by 

valid agreement, Quectel assumes no liability resulting from any inaccuracies or omissions in this 

document, or from use of the information obtained herein. Quectel reserves the right to make changes to 

any contents described herein and reserves the right to revise this document and to make changes from 

time to time in content hereof with no obligation to notify any person of revisions or changes. Before using 

any updated software, please read this statement carefully. By accessing or using the said software you 

irrevocably and unconditionally accept and confirm that you agree to be bound by this statement. In the 

event you disagree with any provision hereof and would not like to be bound by this statement you shall 

cease use of the said software immediately. 

 

Duty of Confidentiality 

The Receiving Party shall keep confidential all documentation and information provided by Quectel, 

except when the specific permission has been granted by Quectel. The Receiving Party shall not access 

or use Quectel’s documentation and information for any purpose except as expressly provided herein. 

Furthermore, the Receiving Party shall not disclose any of the Quectel's documentation and information 

to any third party without the prior written consent by Quectel. For any noncompliance to the above 

requirements, unauthorized use, or other illegal or malicious use of the documentation and information, 

Quectel will reserve the right to take legal action. 

 

Copyright 

The information contained here is proprietary technical information of Quectel Wireless Solutions Co., Ltd. 

Transmitting, reproducing, disseminating and editing this document as well as using the content without 

permission are forbidden. Offenders will be held liable for payment of damages. All rights are reserved in 

the event of a patent grant or registration of a utility model or design.  

 

Copyright © Quectel Wireless Solutions Co., Ltd. 2022. All rights reserved. 
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1. Preamble 

This document provides the Release Notes for EP06-E-LA firmware version EP06ELAR04A06M4G. It 

describes major changes compared to EP06-E-LA firmware version EP06ELAR04A05M4G. 

 

2. New Features 

Item/Category Brief description Since 

GENERAL Added AT+QSCAN to search for nearby LTE cell information. R04A06 

NETWORK Added AT+QMAP="LANIP" to configure the default gateway. R04A05 

GENERAL Added AT+QIPV6PDCFG to enable IPv6 delegate prefix. R04A05 

GENERAL Added AT+QIPV6PD to query IPv6 delegate prefix. R04A05 

GNSS 
Added AT+QGPSXTRACFG to configure the Xtra data and added 

AT+QGPSXTRAUPD to update the Xtra data in GPS system. 
R04A05 

SMS 
Added AT+QCFG="sms_control" to enable/disable to deliver or 

submit SMS. 
R04A04 

SMS Added support for special characters in IRA format R04A04 

VOICE CALL Added AT+QCFG="call_control" to control MO/MT calls. R04A04 

GENERAL Added MBNs and KTFOTA for Korean SKT and KT carriers. R04A04 

GENERAL 

Added the following AT commands: 

⚫ AT+QCFG="sim/recovery" to enable SIM card hot-plugging 

feature; 

⚫ AT+QCFG="defaultdns" to configure the default DNS 

address of the PDP context; 

⚫ AT+QCFG="disrplmn" to configure the RPLMN first when the 

module searched the network. 

R04A04 

GENERAL 
Added parameter 2 to AT+QCFG="dhcppktflr" to determine 

whether to filter packets based on the DHCP destination address. 
R04A04 

GENERAL 
Added Ogero Lebanon VoLTE MBN version 

0x0680F701,202001162. 
R04A04 

GENERAL 
Added AT+QCFG="fast_dormancy" to support Rel-8 fast 

dormancy feature. 
R04A04 

GENERAL Deactivated UMTS 3GPP Rel.7/8. R04A04 

GENERAL Added AT+QNWCFG="lte_snr" to query SNR. R04A04 
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GENERAL Added AT+QICSGPEH to set the APN name. R04A04 

GENERAL Supported to enter recovery mode by long pressing Ctrl+C. R04A04 

GENERAL Added the default output value of AT+QHVN. R04A04 

GENERAL Added FTM AT Force RX band30/66. R04A04 

NETWORK 
Added AT+QCFG="lte/preferfre" for LTE frequency to add 

network registration preference feature for specified LTE frequency. 
R04A04 

NETWORK Supported external forwarding of DHCP packets. R04A04 

SMS Enabled URC +QINDCFG: "smsfull" report when SMS is full. R04A03 

NETWORK 

Added a new valid value 0xFFFE for parameter <bandval> and 

0x7FFFFFFFFFFFFFFE for <ltebandval> of command 

AT+QCFG="band" to enable the module to restore the factory 

settings of supported band. 

R04A03 

 

3. Improved Features 

Item/Category Brief description Since 

FOTA 

Solved the problem that an abnormal error may occur 

probabilistically when firmware was upgraded to 79% through 

HTTPS DFOTA. 

R04A06 

GENERAL 
Modified AT+QMFSDBG to save the configuration after the module 

was rebooted. 
R04A06 

GENERAL 
Solved the problem of AT+QSPN returning wrong information on 

restricted service. 
R04A06 

GENERAL 
Solved the problem of incomplete modem log compatibility 

between the module and QXDM5. 
R04A06 

NETWORK 

Solved the problem that incorrect UTRA-ARFCN was returned after 

the execution of AT+QENG="servingcell" under WCDMA 

network. 

R04A06 

GENERAL Restored default APN length configured by AT+QICSGP to 62. R04A05 

NETWORK 
Solved the problem that some private network cards that lack EF 

AD data could not register to network. 
R04A05 

GENERAL 
Solved the problem of network disconnection when multiple AT 

commands were executed at the same time. 
R04A05 

GENERAL 
Solved the problem of abnormal triggering of PA Level 2 of the 

thermal mitigation strategy. 
R04A05 

GENERAL 
Solved the problem of module abnormality with a low probability 

when executing AT+QSPN to query the service provider name. 
R04A05 
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GENERAL 
Solved the problem that after AT+QICSGP was configured as 

IPv4v6, another IP type would fail to be configured. 
R04A05 

GENERAL 
Solved the problem that +CME ERROR returned probabilistically 

under Telstra after executing AT+VTS. 
R04A05 

SIMCARD 

Solved the problem that AT+QCFG="sim/recovery" had no URC 

report, and the SIM card could not be detected within the detection 

range. 

R04A05 

GNSS Modified the return value range of AT+QGPSXTRA=? to (0,1). R04A05 

VOICE CALL 
Solved the problem that after using AT+QCFG="call_control" to 

disable the module being called, the module fell to 3G network. 
R04A04 

VOICE CALL 
Solved the problem that AT+CHLD could not be used if no SIM 

card was inserted. 
R04A04 

FOTA Optimized DFOTA upgrade time. R04A04 

FOTA 
Solved the problem that the module could not continue to back up 

after it was powered down at 79% of the upgrade. 
R04A04 

GENERAL 
Solved the problem that there was no return value after executing 

AT+QCOPS.  
R04A04 

GENERAL Modified AT+QCSQ to display <rssi> as a negative value. R04A04 

GENERAL Optimized MultiMBN strategy. R04A04 

GNSS 

Modified the range of <dpoenable> of 

AT+QGPSCFG="dpoenable" from (0,1) to (0-2). The default value 

of <dpoenable> is 2 which indicates to enable DPO by default. 

R04A04 

NETWORK Optimized AT+QCFG="servicedomain". R04A04 

GENERAL 

Changed the input APN character length via AT command 

AT+QICSGP to 63. Optimized AT command 

AT+QCFG="roamservice". 

R04A03 

NETWORK 
For AT+QNWLOCK="common/4g", the parameter configuration 

would not be saved after rebooting. 
R04A03 

GENERAL Set the default value to USB 3.0. R04A03 

SMS Supported to save messages by default. R04A03 

GENERAL 
Solved the problem of report error when using AT command 

AT+QSIMLOCK to unlock PN if there was no SIM card inserted. 
R04A03 

NETWORK 
Solved the problem that the band information was incorrect 

returned by AT+QNWINFO.  
R04A02 

GENERAL 
Solved the problem that the SIM ECC number could not be 

obtained by AT+CPBR. 
R04A02 

SMS 
Solved the problem that the SMS sending failed after switching the 

SIM card of different operators with AT+CFUN. 
R04A02 

Quectel  

Confidential



                                                                        
                                                         LTE-A Module Series 

 

EP06-E-LA_Release_Notes                               -5- 
 

SMS 
Solved the problem that SMS center number still was of the last 

Operator when SIM card hot-plugging feature was enabled. 
R04A02 

GNSS Optimized AT+QGPSCFG="outport","usbnmea". R04A02 

GENERAL Supported AT+QCFG="roamservice". R04A02 

NITZ 

Solved the problem that the returned time queried by AT+CCLK 

contains the time zone information when set parameter value of 

AT+CTZU to 0. 

R04A02 
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4. Functions 

 

Basic Function 

SMS 
Voice 
Call 

PHB FILE1)      

Y Y Y Y      

Protocol Function 

QMI NITZ        

Y Y        

Special Function  

FOTA         

Y         

 

 

1. Y means the firmware supports this function. 

2. N means the firmware does not support this function. 

3. 1) Supports UFS FILE only. 

4. Verification Environment is shown below. For more details, please contact Quectel technical support. 

 For Windows,  

 USB Driver: Quectel_LTE&5G_Windows_USB_Driver_V2.2.4.zip 

 Qflash Tool: QFlash_V5.5.zip 

  

 For Linux, 

 QMI_WWAN Driver: Quectel_Linux&Android_QMI_WWAN_Driver_V1.2.0.23.zip 

 GobiNet Driver: Quectel_Linux&Android_GobiNet_Driver_V1.6.2.15.zip 

 QFirehose Tool: Quectel_Linux_QFirehose_V1.4.6.zip 

Quectel-CM 工具：Quectel_QConnectManager_Linux_V1.6.1.zip 
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